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Main Features

Main Data

Wattage 150 Watt

Chip Model L130-xxyy003000W21

Driver type Meanwell ELG-150-48A

Working Volt 100-240VAC

Life Span 50,000hours

Lumen Flux 4000K : 17,500 Lumen
4500K : 17,600 Lumen
5000K : 17,800 Lumen
5700K : 18,000 Lumen

887mm(34.92')

Height

Rated THD 5%

Color Temp      4000/4500/5000/5700K

Power Factor >0.95Outer Dimension

Model NO. LSLHBL-150W-A

IP rating Ip65 Waterproof

Application indoor and outdoor

1,5 years warranty

2,Original Philips SMD 3030 which up to 120Lm/W

3,With the best quality meanwell driver ELG series

4,They are assembled by module light weight aluminum fin

5,IP65 waterproof ,dust-proof ,explosion-proof and anti-corrosion

6,Using aluminum fin heat sink which heat transfer faster than die cast

7,Tiny package and lighter,lower freight cost,more competitive in the market

8,Avaialble for warehouse,tunnel lighting,advertisement ,gas station and factory lighting etc

CRI>75
50,000
Hours 565

Length

Width 115mm(  4.53')

144mm(  5.67')

The installation way

 LED Linear High Bay Light 150Watt
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